
  
 
 
 

TEST REPORT 
No.   : XMIN1501000101ML 

Date : Jan 13, 2015 

Page: 1 of  3  

 

CUSTOMER NAME: XIAMEN TAISHENGDA INDUSTRY AND TRADE CO., LTD. 

ADDRESS: NO.555, YANGMING ROAD, XINYANG INDUSTRIAL PARK, XINYANG 

STREET, HAICANG DIST., XIAMEN, FUJIAN, CHINA (MAINLAND) 

 

The following sample(s) was/ were submitted and identified on behalf of the client as: 

Sample Name : THE BASE 

Date of Receipt  : Jan 08, 2015 

Testing Start Date  : Jan 08, 2015 

Testing End Date : Jan 13, 2015 

Test result(s)    : For further details, please refer to the following page(s) 

 

 
Signed for 
SGS-CSTC Standards Technical  
Services Co.，Ltd Xiamen Branch 
Testing Center 

 
Dean Cheng 

Authorized signatory 
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Compression test: 

Test method: according to the client’s requirements, removed the projections of the upper face and 

then place the sample between two parallel plates. Load the axial forces gradually till the sample 

fracture. Determine the maximum force.  

Test speed: 10mm/min 

Test result: the maximum compress force is 24.92kN. 

Test curve: 

 
Force-displacement curve 

Test Photo: 

  

Photo 1: assembly Photo 2: assembly after removed projections 

NOTE: 24.92kN = 5,602.24 pounds
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Photo 3: before load Photo 4: when fracture 

  

Photo 5: assembly parts before test Photo 6:  assembly parts after test  

                          
******** End of report******** 


